
SUPPLEMENTAL TYPE CERTIFICATE

10089240

For the European Union Aviation Safety Agency

Cologne, Germany, 13 February 2026

Marco CAPACCIO
Section Manager

Small Aircraft, Balloons & Airships

See Continuation Sheet(s)

Task Number: 60098306
CIES, INC.  - 311199

TE.CERT.00091-005 © European Union Aviation Safety Agency. All rights reserved. ISO9001 Certified. Page 1 of 2An Agency of the European Union

This Certificate/Approval is issued by EASA, acting in accordance with Regulation (EU) 2018/1139 on behalf of 
the European Union, its Member States and of the European third countries that participate in the activities of 
EASA under Article 129 of that Regulation and in accordance with Commission Regulation (EU) No. 748/2012 to

CIES, INC.
63049 LOWER MEADOW DRIVE

BEND OR  97701
UNITED STATES OF AMERICA

and certifies that the change in the type design for the product listed below with the limitations and conditions 
specified meets the applicable Type Certification Basis and, if applicable, environmental protection 
requirements when operated within the conditions and limitations specified below:

Type Certificate Number: EASA TCDS NUMBERS CORRESP.
TO THE FAA TCDS IN FAA AML

Type Certificate Holder: SEE FAA AML DATED 24 July 2025
Type: SEE FAA AML DATED 24 July 2025

Model: SEE FAA AML DATED 24 July 2025
Original STC Number: FAA STC SA02511SE

Description of Design Change:
Installation of replacement fuel quantity indicator sending unit(s)

EASA Certification Basis:
The Type and OSD Certification Bases (CB) for the original product remains applicable to this certificate/ 
approval. 
The requirements for environmental protection and the associated certified noise and/ or emissions levels of 
the product are unchanged and remain applicable to this certificate/approval.

Associated Technical Documentation:
For CC Series: 
Installation Requirements & Instructions for Continued Airworthiness, document number CC-TR-2840-031, 
Revision F, dated 20 October 2020; 
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STC Master Drawing List, document number CC2840 00 03, Revision T; 
  
For CD Series: 
Installation Requirements & Instructions for Continued Airworthiness, document number CD-TR-2840-031, 
Revision F, dated 18 January 2024; 
STC Master Drawing List, document numbers CD2840 00001, -00 03, Revision B and C; 
  
or later revisions of the above listed document(s) approved/accepted on behalf of EASA in accordance with the 
Technical Implementation Procedures of EU/USA Bilateral Agreement.

Limitations/Conditions:
Prior to installation of this change/repair it must be determined that the interrelationship between this 
change/repair and any other previously installed change and/or repair will introduce no adverse effect upon 
the airworthiness of the product. 
  
The STC is valid for aircraft types and models approved by EASA and listed on the FAA AML No. SA02511SE 
dated 24 July 2025. The EASA TCDS numbers corresponding to the FAA TCDS apply. 
  
There is no change to the operating instructions for the aircraft associated with installation of this STC. 
  
This approval should not be installed on aircraft of the approved models on which other previously approved 
modifications are incorporated.

- End -


